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Wiring Access

Conduit Entries

User Interface

 
864

34.00 

 
426

16.78 

 
31

8
12

.5
1 

 
68

6
27

.0
0 

 
81

1
31

.9
2 

 
1422
56.00  

Rigging Points:
M12-1.75,
Top x 6
Bottom x 4

Inlet Filter - do not obstruct

Alternate 
Conduit Entries

Shown with Christie Griffyn 35k.

Left slide shown here; specify 
left or right slide when ordering

Model Numbers:
55.314.L.J - Japan only
55.314.L  - rest of the world 

D

C

B

AA

B

C

D

12345678

8 7 6 5 4 3 2 1

PROPRIETARY AND CONFIDENTIAL: THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF TEMPEST LIGHTING INC.  ANY REPRODUCTION IN PART OR AS A WHOLE WITHOUT THE 
WRITTEN PERMISSION OF TEMPEST LIGHTING IS PROHIBITED.

NEXT ASSY USED ON

APPLICATION

DIMENSIONS ARE IN INCHES
TOLERANCES:
FRACTIONAL
ANGULAR: MACH      BEND 
TWO PLACE DECIMAL    
THREE PLACE DECIMAL  
INTERPRET GEOMETRIC
TOLERANCING PER:

MATERIAL

FINISH

Aluminum

Per WO

DRAWN

CHECKED

ENG APPR.

MFG APPR.

Q.A.

COMMENTS:

DATENAME

TITLE:

SIZE

B
DWG.  NO. REV

SCALE: 1:20

UNLESS OTHERWISE SPECIFIED:

Cyclone 314 
Landscape

SHEET 1 OF 1

55.314.L
DO NOT SCALE DRAWING

5/12/2026timbu

10


	Sheet9
	Drawing View1
	Drawing View2
	Drawing View3
	Drawing View4
	Drawing View5
	Drawing View6
	Drawing View7
	Drawing View8


