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Breeze 58.050, for many 
projectors 10-20,000 

ANSI lumens.
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Tempest, undisputed world 
leader in projector enclosure 
technology, introduces Breeze, 
a family of outdoor enclosures 
for most projector types be-
tween 3,000 and 20,000 ANSI 
Lumens and more.

You know that Tempest has 
outdoor protection solutions for 
the most extreme climates on 
Earth - from mountaintops in 
the French Alps to the heat and 
humidity of the Middle East.

But not every project needs 
these levels of pprotection; and 
for straightforward weather pro-
tection in temperate climates 
you asked us for a simple solu-
tion, to bring outdoor opera-
tion within the budget of more 
of your projects, but without 
sacrificing Tempest quality — 
and the newly refreshed Breeze 
product family is our answer!

•	 Models for most projectors 
in landscape orientation, 
between 3,000 and 20,000 
ANSI lumens, and now 
there’s even a Breeze model 
for compact 30k projectors.

•	 Large electrostatic inlet 
filters keep dust  (and bugs) 
out.

•	 Powerful thermostatically 
controlled exhaust fans 
cool the projector when it’s 
running (and on hot days 
when it’s not) 

•	 Heaters maintain a minimum 
temperature when it’s cold.

•	 Optical grade tempered port 
glass.

•	 Universal projector mount 
grips projector firmly.

•	 Universal IEC  C19 and C13 
projector and auxiliary 
power outlets.

•	 Unique side baffle for 
side-exhaust projectors 
prevents recirculation and 
overheating.

•	 Operation is completely 
automatic - set it and leave 
it.

•	 Electrostatic dust filter can 
be removed and washed 
when neeeded

•	 Thermal barrier inside cover 
for daytime protection under 
hot sun

•	 Simple rigging via 4 M10 
screws

•	 Hanging Adapter Kit option

•	 Single or split feed wiring 

•	 Long-life polyester powder 
coating in standard or 
custom colors.

Washable electrostatic 
inlet filter

Exhaust fan runs 
when internal tem-
perature exceeds 
thermostat setting

Dual thermostat for 
cooling and heat settings

Projector Clamp

C19 (Projector) and C13 
(Aux) power outlets

EPDM Foam 
Rubber Gasket

Operating Temperature Range

Breeze may be used safely 
in locations where minimum 
temperatures do not fall below 
-3°C [27°F].

Maximum ambient 
temperatures when the 
projector is running (usually 
after dark) should not be higher 
than 2°C below the projector’s 
stated maximum environmental 
limit. So, for a projector with 
a 40°C limit, ambients up to 
around 38° are ok. During 
daytime the enclosure fan will 
run automatically if the internal 
temperature exceeds the user-
set target temperature.

If the expected temperature 
ranges are outside these 
limits, you should consider 
Temppest’s Blizzard, Cyclone 
or Oasis enclosures.

Stainless steel latches with 
padlock rings

Side exhaust baffle 
option

Breeze 58.100 with Epson EB-
PU2220B projector and side 

exhaust baffle option.

Note that the the port glass 
is wide enoough to accomo-
date the projector camera.

Exhaust Bug 
Screen



Installation
Standard Installation

Simply bolt your Breeze enclo-
sure atop any suitable structure 
or frame, using the four M10 
threaded holes in the enclosure 
base.

Wiring Access

Use outdoor-rated flexible 
conduit or flex cable and 
outdoor-rated cable glands to 
connect power and signal cables 
to the back of the enclosure.

Conduit holes are 28mm 
[1.1in].

Hanging Installation

Use the hanging adapter kit 
option plates M10 or 3/8in 
threaded drop rods, to hang 
Breeze from any suitable frame 
or structure.

Be sure to leave some clearance 
above the enclosure (minimum 
50mm/2in) to remove and 
replace the cover. Cover may 
be removed by removing fixing 
screws and sliding to the front 
or back.

Mount using M10 
stainless steel 
Hardware

Conduit Entry, 
AC Power

Conduit Entry, 
Signal

Hanging Adapter Plate (x 4)

Threaded Dropper Rods 
(not included)

Inlet Filter, do not obstruct

When installed hanging, the cover 
is removed by lifting slightly and 
sliding to front or back. Allow at 
least 50mm (2in) between enclo-

sure top and any overhang.  

THreaded rods, nuts and washers 
are not included.

>50mm (2in) 
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>50mm (2in) 

>50mm (2in) 

Breeze enclosures may be stacked 
in the same manner, either hung 
(shown above) or mounted on a 
base or frame below.. Order a 
hanging kit for each enclosure 
(threaded rods, nuts and washers 
not included). 



Ordering Information

All Schedule B Export Code: 9405.99.0000
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Enclosures

BBrreeeezzee PPrroojjeeccttoorr  MMaaxx  mmmm  ((iinn)) MMaaxx EEnncclloossuurree  DDiimmeennssiioonnss  iinn  mmmm  ((iinn)) WWeeiigghhtt
MMooddeell LL WW HH NNootteess WWaattttss AA BB CC DD EE kkgg  ((llbb))
58.025.xx 432 (17) 406 (16) 152 (6) a 400 610 (24in) 610 (24in) 229 (9in) 560 (22in) 356 (14in) 16 (35lb)
58.050.xx 584 (23) 559 (22) 229 (9) b 800 762 (30in) 762 (30in) 279 (11in) 712 (28in) 508 (20in) 21 (46lb)
58.100.xx 686 (27) 610 (24) 229 (9) c 1,200 864 (34in) 813 (32in) 305 (12in) 763 (30in) 610 (24in) 30 (66lb)
58.125.xx 686 (27) 737 (29) 229 (9) d 1,200 864 (34in) 940 (37in) 305 (12in) 890 (35in) 610 (24in) 35 (77lb)
58.200.xx 914 (36) 610 (24) 279 (11) e 2,000 1067 (42in) 813 (32in) 356 (14in) 763 (30in) 813 (32in) 42  (92lb)
58.300.xx 686 (27) 660 (26) 279 (11) f 2,000 864 (34in) 864 (34in) 356 (14in) 814 (32in) 610 (24in) 37 (81lb)

Electrical Options

Use the following suffixes to 
specify desired supply voltage:

.IN    230VAC, L, N, E

.US1 100-120V, L, N, E

.US2  200-208V, L1, L2, N, E 
(208V projector feed, 120V Aux)

Internal Outlets

Projector: IEC C19

Aux: IEC C13

Options

58.HK Breeze stainless steel hanging plate kit

58.SB.050 Breeze 050 Sside exhaust baffle

58.SB.100 Breeze 100-300 side exhaust baffle

58.F025 Breeze 025 replacement filter

58.F050 Breeze 050 - 125 replacement filter

58.F200 Breeze 200-300 replacement filter

Notes: Example Projectors

a Panasonic PT-FW430, Epson EB-L510

b Epson EB-PU1008B

c Epson EB-PU2220B (but not PQ series)

d Panasonic MX series

e Christie M4K25, Panasonic RQ25

f Epson PQ and XQ Series

Dimensions

If in doubt, email your planned projector and 
lens models to info@tempest.biz .

Materials and Finish

Breeze is fabricated from 
lightweight carbon steel, and 
finished with a zinc-rich prime 
coat, followed by a polyester 
powder top coat for long, cor-
rosion-free life in most environ-
ments. All hardware items are 
stainless steel.



Name *

Company * 

Email *

Phone

Project Name & 

Location * 

Projector & Lens

Make/Model #

Projector: * Lens: *

Lens Shift (if > 5%)  V         % H        %

Breeze Model * 58. Quantity 

Destination Country * 

Expected Install Date * 

Enclosure Type * Landscape      

Supply Voltage *

Options

Hanging Kit Qty        

Side Exhaust Baffle Qty        

Spare Filter Qty                                             

User manuals, 
2D and 3D CAD 
drawings at 
www.tempest.biz 

Please complete this form and email to us at info@tempest.biz

Custom Requests:

Color, standard Black        White       Light Bronze    

Color, custom
Gloss levels higher than 
30% may show up weld 
marks. Tempest accepts no 
responsibility in this event.

Custom, RAL #  

Gloss Level                  %

Tempest Lighting, Inc., 
18723 Via Princessa, Unit 319, Santa Clarita, CA 91387, USA

www.tempest.biz   info@tempest.biz   +1 818 963 7069

©Tempest Lighting, Inc., September 2026
In the interest of continuous product improvement, specifications are subject to change without notice

Factory Use: SO #:                        Date:                      

Electrical: IEC     NEMA          Wiring p: 

Test: Function           Projector

Hardware Kit: Revision

Breeze Configurator
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